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15LF Series
Inline Grinders

15 L F 0 X X - XX NL

Tool Series
15 = Drill

Throttle Type
L = Locking Lever

Motor Size
F = 0.4 hp

Handle Style
0 = Straight

Exhaust Type
5 = Front Exhaust
8 = Rear Exhaust

Speed Options (RPM)
0 = 29,000 4 = 2,400
1 = 5,200 5 = 1,000
2 = 3,800 6 = 700
3 = 3,200 7 = 600

Termination Code
37 = 5/32" Jacobs Chuck (#0B), 5/16"-24 Thread (use with #7484 Adapter)
38 = 1/4" Jacobs Chuck (#1BA) 47 = 5/16" Jacobs Chuck (#20BA)
40 = No Chuck 51 = 3/8" Jacobs Chuck (#31BA)
42 = 1/4" Jacobs Chuck (#7BA) 52 = 1/4" Keyless Chuck

Blade Option (extra cost)
NL = Oil Less Blade

For additional product information visit our website at; 
https://dotcotool.com/product-category/dotco-air-tools/dotco-pneumatic-drills/dotco-inline-drills/

https://dotcotool.com/product-category/dotco-air-tools/dotco-pneumatic-drills/dotco-inline-drills/
https://omegatec.com/index.aspx
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Motor Assembly

EN
Description

-- Table "A" 1 Motor Assembly (includes Ref. 1-30)
1 01-2505 1 2 Inlet Adapter (Front and Rear Exhaust without Overhose)
2 01-1031 1 2 Inlet Adapter (Rear Exhaust with Overhose)
3 203480PT 1 3 Air Inlet Strainer
4 01-2506 1 Exhaust Plug
5 3036PT 1 3 O-Ring
6 2965 1 3 O-Ring
7 01-2520 1 1 Diffuser
8 1110134 1 3 Felt Muffler
9 01-1032 1 1 Muffler

10 01-2519 1 3 Valve Spring
11 01-2518 1 1 Valve
12 01-2504 1 Valve Seat
13 01-1065 1 Motor Housing
14 01-1267 1 1 Lock Off Lever Assembly
15 1042 1 1 Lock Off Lever Pin
16 01-1017 1 Push Rod
17 01-1046 1 3 Filter
18 01-1061 1 Filter Retainer
19 01-1066 1 3 Felt Muffler
20 01-1062 1 Muffler Body
21 01-1063 1 Muffler
22 2301PT 1 3 O-Ring
23 1012215 1 2 Rotor Nut
24 1009879 1 2 Ball Bearing
25 1110072 1 Rear End Plate
26 Table "A" 1 Rotor

1008914 4 12 Rotor Blade (standard blades)
1019725 4 12 Rotor Blade (Oil-Less blades)
1025414 1 Rotor Blade (Oil-Less blades - package of 100)

28 1017579 1 Cylinder
29 1008916 1 Front End Plate
30 1007537 1 2 Ball Bearing
31 14-0851 1 Housing Wrench (12 point)

(#) Quantity
(X) Recommended Spare Parts (quantity shown based on 1-5 tools in operation)

27

Illustration "A": Motor Assembly

Ref Number # X

Table "A"

Ref. Description # 15LF050
15LF080 #

15LF051
15LF055
15LF081
15LF085

#

15LF052
15LF056
15LF082
15LF086

#

15LF053
15LF057
15LF083
15LF087

# 15LF054
15LF084

-- Motor Assembly 1 1025618 1 1025550 1 1025554 1 1025552 1 1025556
7 Rotor 1 1110122 1 1015872 1 1017518 1 1017517 1 1017516
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Output Assemblies

“B”
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Speed Codes 
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Rear Exhaust

EN
Description

-- 1025595 1 Nose Assembly (includes Ref. 1-7)
1 1005062 1 2 Ball Bearing
2 1110123 1 Output Spindle (3/8"-24 thread)
3 1110119 1 Housing
4 1008854 1 2 Ball Bearing
5 1110127 1 2 Wave Washer
6 1008859 1 2 Retaining Ring
7 1110185 1 Spindle Nut
8 1110050 1 Thread Cover
9 7484PT 1 Chuck Adapter (Termination -37)

(#) Quantity
(X) Recommended Spare Parts (quantity shown based on 1-5 tools in operation)

Illustration "B": Nose Assembly

Ref Number # X

EN
Description

-- Table "C" 1 Single Stage Gearing Assembly (includes Ref. 1-15)
1 1005062 1 2 Ball Bearing
2 Table "C" 1 Bearing Adapter
3 Table "C" 1 Planetary Gear Cage
4 Table "C" 2 4 Planetary Gear (speed codes 1, 2, 3)
5 1008920 2 4 Planetary Gear Pin (speed codes 1, 2, 3)
6 1008924 24 48 Planetary Gear Roller (speed codes 1, 2, 3)
7 1008978 2 4 Planetary Gear (speed code 4)
8 1008977 2 4 Planetary Gear Pin (speed code 4)
9 Table "C" 1 Planetary Gear Cage Washer

10 1010099 1 1 Retaining Ring
11 Table "C" 1 Gear Housing
12 1008854 1 2 Ball Bearing
13 1110127 1 2 Wave Washer
14 1008859 1 2 Retaining Ring
15 1110185 1 Spindle Nut
16 1110050 1 Thread Cover

(#) Quantity
(X) Recommended Spare Parts (quantity shown based on 1-5 tools in operation)

Illustration "C": Single Stage Gearing

Ref Number # X

Table "C"
Ref. Description # 15LF051

15LF081 # 15LF052
15LF082 # 15LF053

15LF083 # 15LF054
15LF084

Gear Assembly 1 1025981 1 1025555 1 1025557 1 1025553
RPM 5,200 3,800 3,200 2,400

2 Bearing Adapter ------ ------ 1 1008921 1 1008921
3 Planetary Gear Cage 1 1110948 1 1110059 1 1110058 1 1110061
4 Planetary Gear 2 1110949 (14T) 2 1008968 (17T) 2 1008919 (19T) ------
9 Planetary Gear Cage Washer 1 1110054 1 1110055 1 1110056 1 1110055
11 Gear Housing 1 1110950 1 1110047 1 1110048 1 1110049

(T) Teeth

--
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Double Stage Output Gearing

“D”
Models
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15LF056-  15LF086- 
15LF057-  15LF087- 
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Double Stage Output Gearing

EN
Description

-- Table "D" 1 Primary Planetary Gearing Assembly (includes Ref. 1-9)
1 1005062 1 2 Ball Bearing
2 Table "D" 1 Bearing Adapter
3 Table "D" 1 Planetary Gear Cage
4 Table "D" 2 4 Planetary Gear
5 1008920 2 4 Planetary Gear Pin
6 1008924 24 48 Planetary Gear Roller
7 Table "D" 1 Planetary Gear Cage Washer
8 1007537 1 2 Ball Bearing
9 Table "D" 1 Gear Housing
-- 1025551 1 Output Planetary Gearing Assembly (includes Ref. 10-22)
10 1005062 1 2 Ball Bearing
11 1110057 1 Planetary Gear Cage
12 1008973 2 4 Planetary Gear (14T)
13 1008920 2 4 Planetary Gear Pin
14 1008924 24 48 Planetary Gear Roller
15 1110054 1 Planetary Gear Cage Washer
16 1010099 1 1 Retaining Ring
17 1110046 1 Gear Housing
18 1008854 1 2 Ball Bearing
19 1110127 1 2 Wave Washer
20 1008859 1 2 Retaining Ring
21 1110185 1 Spindle Nut
22 1110050 1 Thread Cover

(#) Quantity
(X) Recommended Spare Parts (quantity shown based on 1-5 tools in operation)
(T) Teeth

Illustration "D": Double Stage Gearing

Ref Number # X

Table "D"
Ref. Description # 15LF055

15LF085 # 15LF056
15LF086 # 15LF057

15LF087
Primary Planetary Gearing Assembly 1 1025247 1 1025180 1 102550
RPM 1,000 700 600

2 Bearing Adapter ------ ------ 1 1008921
3 Planetary Gear Cage 1 1008985 1 1009679 1 1009681
4 Planetary Gear 2 1008973 (14T) 2 1008968 (17T) 2 1008919 (19T)
7 Planetary Gear Cage Washer 1 1008986 1 1009680 1 1009682
9 Gear Housing 1 1019146 1 1019147 1 1019148

(T) Teeth

--
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Drill Chuck Options

“C”

Termination
Drill Chuck

with
Chuck Key

Chuck Key Chuck 
Capacity

Thread 
Mount

Spindle 
Wrench

Chuck 
Retaining 

Screw (Special)

Jacobs Chuck 
Description

-37 * 1075 620PT 0-5/32" 5/16"-24 1014471 ------ #0B (smooth sleeve
-38 1005078 3641 0-1/4" 3/8"-24 1014471 7095 #1BA (smooth sleeve)
-42 1001505 1005023 0-1/4" 3/8"-24 1014471 7095 #7BA (fluted sleeve)
-47 863420 KG 0-5/16" 3/8"-24 1014471 7095 #20BA (fluted sleeve)
-51 1001252 1006375 0-3/8" 3/8"-24 1014471 1110366 #41BA (fluted sleeve)

* Note: Use with 7484PT Chuck Adapter (5/16" to 3/8" thread)

Illustration "E": Drill Chuck Options

Drill Chuck

Chuck Retaining Screw
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Service Notes

1 Motor Assembly

2 Step Reduction Gear Timing

Firmly seat the ball beaing into the rear end plate.
Assemble the rotor to the rear end plate and secure 
with the rotor nut.
Begin tightening the rotor nut but do not over-tighten.
CAUTION: Over-tightening will cause damage to the 
ball bearing in the rear end plate.
While tightening, alternately spin the rotor until there 
is approximately 0.001” clearance between the face 
of the read end plate and the rotor.
Hold the rotor and rear end plate assembly (plate 
downward) and strike the edge of the rear end plate 
with a hardwood block. This will help seat the threaded 
components.

0.001” Clearance

Rotor
Rotor 
Nut

Ball 
Bearing

Rear 
End 
Plate

Hardwood 
Block

Speed Code 4:
Assemble the planetary gears into the planetary gear 
cage. Make certain the notched planetary gear pins fit 
over the planetary gear washer.
Rotate each gear until the alignment hole on the end 
of one gear is positioned opposite  the stamped “X” 
mark on the other gear.
Hold the gears in this position and slip the planetary 
gear cage into the internal gear of the gear housing. 
This procedure is important to avoid “wiping out” the 
gear teeth.
This is the only position where the gear teeth are in 
alignment.

Alignment 
Hole

Stamped 
“X”
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Apex Tool Group, LLC
1000 Lufkin Road
Apex, NC 27539
Phone: 919-387-0099
Fax:      919-387-2614
www.apextoolgroup.com

Sales & Service Centers
Note: All locations may not service all products. Please contact the nearest Sales & Service Center for 
the appropriate facility to handle your service requirements.

Detroit, Michigan
Apex Tool Group
Sales & Service Center
2630 Superior Court
Auburn Hills, MI 48326
Tel:   (248) 393-5640
Fax:  (248) 391-6295

Houston, Texas
Apex Tool Group
Sales & Service Center
6550 West Sam Houston
Parkway North, Suite 200
Houston, TX 77041
Tel:   (713) 849-2364
Fax:  (713) 849-2047

Lexington, South Carolina
Apex Tool Group
670 Industrial Drive
Lexington, SC 29072
Tel:  (800) 845-5629
Tel:  (803) 951-7544
Fax: (803) 358-7681

Los Angeles, California
Apex Tool Group
Sales & Service Center
6881 Stanton Avenue
Unit B
Buena Park, CA 90621
Tel:  (714) 994-1491
Fax: (714) 994-9576

Seattle, Washington
Apex Tool Group
Sales & Service Center
2865 152nd Avenue N.E
Redmond, WA 98052
Tel:  (425) 497-0476
Fax: (425) 497-0496

York, Pennsylvania
Apex Tool Group
Sales & Service Center
3990 East Market Street
York, PA 17402
Tel:  (717) 755-2933
Fax: (717) 757-5063

Brazil
Apex Tool Group
Sales & Service Center
Av. Liberdade, 4055
Zona Industrial - Iporanga
18087-170 Sorocaba
SP Brazil
Tel:  +55 15 2383929
Fax: +55 15 2383260

Canada
Apex Tool Group
Sales & Service Center
7631 Bath Road
Mississauga, Ont. L4T 
3T1
Canada
Tel: (866) 691-6212
Tel: (905) 673-4400

China
Apex Power Tool Trading 
(Shanghai) Co., Ltd
Building A8, No. 38
Dongsheng Road
Pudong, Shanghai
China 201201
Tel:  +86-21-60880320
Fax: +86-21-60880313

England
Apex Tool Group
GmbH & Co. OHG
C/O Spline Gauges
Piccadilly, Tamworth
Staffordshire B78 2ER
United Kingdom
Tel: +44 1827 8741 28
Fax: +44 1827 8741 28

France
Apex Tool Group S.N.C.
25 rue Maurice Chevalier
B.P. 28
77831 Ozoir-La-Ferrière
Cedex, France
Tel: +33 1 64 43 22 00
Fax: +33 1 64 43 17 17

Germany
Apex Tool Group
GmbH & Co. OHG
Industriestraße 1
73463 Westhausen
Germany
Tel:   +49 (0) 73 63 81 0
Fax:  +49 (0) 73 63 81 222

Hungary
Apex Tool Group
Hungaria Kft
Platànfa u.2
9027 Györ
Hungary
Tel: +36 96 66 1383
Fax: +36 96 66 1135

India
Apex Power Tools India
Private Limited
Gala No. 1, Plot No. 5
S. No. 234, 235 & 245
Indialand Global
Industrial Park
Taluka-Mulsi, Phase I
Hinjawadi, Pune 411057
Maharashtra, India
Tel: +91 20 66761111

Mexico
Apex Tool Group México
S. de R.L. de C.V.
Vialidad El Pueblito #103
Parque Industrial Querétaro
Querétaro, QRO 76220
Mexico
Tel:  +52 (442) 211-3800
Fax: +52 (442) 103-0443




